
 
 
 

·  Contains live organisms.  Do not mix with 
cleaning chemicals. 

·  Store in refrigerator.  Upon opening use within 
seven days. 

·  Do Not Freeze 
·  Gloves should be worn at all times when 

handling microbial products 
 
 

 
 

·  Apply at the end of each day, as the final 
procedure.   Pour appropriate amount (see 
Application Rates) down sink drain appropriate 
to the Grease Trap to be treated. 

·  After application a quick rinse of sink to ensure 
product flushed through pipes. 

·  In case of accidental spillage in sink, rinse sink 
with clean water a couple times. 

·  In case of accidental spillage on floor, 
thoroughly rinse area with clean water. 

·  If daily application inconvenient, apply once a 
week prior to kitchen closure. 
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Grease Traps 
 

Common wastewater contains small amounts of oils which enter into 
septic tanks and treatment facilities to form a floating scum layer. This 
scum layer is very slowly digested and broken down by microorganisms 
in the anaerobic digestion process. 
Your Grease Trap is designed to intercept most greases and solids before 
they enter a wastewater disposal system.  However, very large amounts of 
oil from food production in kitchens and restaurants can overwhelm the 
trap, causing line blockages and unpleasant odours. High viscosity fats 
and cooking greases solidify when cooled, and can combine with other 
disposed solids to form these blockages in drain pipes. 

Solution !! 
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A formula developed especially to control the Fat Oils, starch, 
Cellulose, Protein and Odour control.    The product containing 
naturally occurring organisms that quickly degrade the fats and 
starches commonly found in food preparation establishments.   
The product is non-toxic, is not pathogenic, not caustic or 
corrosive.  Is not harmful to humans, animals, plants, marine life, 
and is safe to use in any plumbing system. 
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 ����not only produce enzymes to digest fats, but also 

degrade the starches and proteins under different temperatures, 
resulting in reduced bottlenecks in pipes, reducing the pumping 
of grease traps, and results in lower BOD (biochemical oxygen 
demand) and TSS (toxic shock syndromes) values  in the effluent 
leaving the grease traps.   ����
 

Application Rates 
 

Grease Trap 
m3 

Recycler-Grease 
Dose per day mls 

Recycler-Grease 
Dose per day L 

0 - 1 500 .50 

1 – 3 1000 1.00 

3 – 5 1500 1.50 

5 – 7 2000 2.00 

7 – 9 2500 2.50 

9 - 11 3000 3.00 
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Microbial Inoculant for Greas Traps.  

Environmentally friendly – Cost Effective 
– Easy to apply – A Microscopic solution 

to your Headache of a Problem! 
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The Microbial Inoculant is the result of Scientific Research – and is a carefully selected “team” of microbes – introduced into the problem area – in this 
case - your Grease Trap –the huge numbers of microbes speed up the degradation process - which would naturally take place but over a long time 
table.     There are many types of fats, but each is a variation on the same chemical structure.  The microbes essentially break the bonds and chain of 
the Fatty Acids thus enabling the degradation of the scum of fat globules which have bonded together.  The altered forms of molecules are then able to 
be dispersed easily through the normal waste water works.   

Storage & Handling 

Application Timing 

 
PO Box 203, Emu Park, Qld, 4710 
Tel: 07-4911 2935  Fax: 07-3112 6159 
Email: allcrobe@allcrobe.com 
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